SPORTVAN/RALLY
GASOLINE /
STANDARD SPECIFICATIONS
(See Gray Tab Section for Specification Details)
Series G30/3500- G30/3500/C6P
Engine
Base Equip. . ... .. .. 5.7 Liter, 350 4-bbl V8
Air Filter .. .. ... . .. Oiled-paper Element
Oil Filter .. ... . .. . Throwaway Type
Exhaust System . ... .. Single; Aluminized; w/dual tail pipe
Emission Control
Systems .. ... ... . .. See Engine & Cooling section for specific model applications
Suspension, Front . . . . .. Independent; Coil Springs
Capacity . . ........ ... 3900 lb. 3900 Ib.
Springs @ Ground . . 1700 Ib. ea. 1950 lb. ea.
Shock Absorbers . . . .. 25mm dia. 25mm dia.
Stabilizer Bar . .. .. . .. 1.06" dia. 1.06" dia.
Suspension, Rear .. . . .. Salisbury Axle; Hypoid Drive; Two-stage Multi-leaf Springs
Axle Capacity . ... .. .. 5700 1b. 5700 1b.
Axle Ratio. .. . . .. .. 3.23 3.73
Springs @ Ground . . . . 2100 Ib. ea. 2700 Ib. ea.
Shock Absorbers . . . . 25mm dia. 25mm dia.
Brakes ... ... .. .. .. . .. Hydraulic; Self-adjusting
Frofit. ..o an oy s Disc; 12.5"” Rotor
Reary . ...oo0: o0 i vvas Drum; 13" x 2.5"
Booster. . .. ... .. . Dual Diaphragm
Parking ...... ... . ... Cable to Rear Wheels
Electrical ... . ... . .. . .. 12 Volt; Negative Ground

Battery —Freedom

TYD® ......os v s ovan
—Reserve Capacity. .
Delcotron Generator. .

390 CCA¢ @ O°F.
90 min. @ 80°F.
37 amp.

Integral Body-frame

Fuel Tank (nominal
capacity) . ... ... .. ...

22 gal.

Steering Gear Type .. .. Integral Power
Transmission . .. ... .. .. 4-Speed Automatic w/Overdrive 3-Speed Automatic
Shift Location . . . . .. .. Steering Column Steering Column
Tires. ... ... ..... . .. .. (4) 8.75R-16.5D(8PR) (4) 8.75-16.5E(10PR)
Wheels. . ... .. . ... . . .. (5) Disc
16.5" x 6.75"

*Model G31306 without C6P has RPO AQ4—Two Additional Rear Seats—included as standard equipment to
provide 12-passenger seating.

¢CCA-Cold Cranking Amps
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